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100x150 Am. Back Beam

2 Pcs. 15,2 Steel (U) Apparatus

1600 Rail

Trimmed

1600 Gutter

100x150 Alm. Front Beam

+130mm Long 
Back Beam

Trapezium Gutter

Fixed Glass Roof
Will be supplied by customer

Fixed Glass Roof
Will be supplied by customer

100x150 Alm. Profile

Alm. 
Double Door

100x100 Alm. Profile

Motorized Parapet Glass

Fixed Glass S3000 6+6 Laminated

1 Pcs. 100x150 (U) Apparatus

1 Pcs. 100x150 (U) Apparatus
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0 DETAIL A
Water Direction

Stainless Floor Anchor
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LC 1600 Flat
4300x3300

Yes

Spot (4)

3

-

-

-

No

No

Standart

Wall

Telis-4

Widh x Projection (EnxAçılım)

FS3 Gutter (Dere)

FS8 LED Type (Led Tipi)

No. Of Led Modules (Modül Say.)

Construction Color (Konst. Rengi)

Fabric Type (Kumaş Tipi)

Fabric S. Profile Color (Kumaş P. Rengi)

FS11 Decorative Fabric (Dek. Kumaş)

Exclusive Fabric Profile (Exc. K. Profili)

Fabric Protection Extension (Çatı Boyu)

Installation Type (Montaj Tipi)

Remote Control (Kumanda)

A1
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